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NOTE: Additional copies of this Load Rating Chart can be
purchased from your Manitex Distributor. When
ordering, use the part number shown in the bottom
left corner of this page.



RANGE DIAGRAM
- FULLY RETRACTED OUTRIGGER CONFIGURATION -
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NOTE :LIFTING PERSONNEL WITH CRANE IN THIS OUTRIGGER
CONFIGURATION IS STRICTLY PROHIBITED. USE ONLY
FULLY EXTENDED OUTRIGGER CONFIGURATION WHEN
LIFTING PERSONNEL.
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RANGE DIAGRAM
- INTERMEDIATE OUTRIGGER CONFIGURATION -
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NOTE : LIFTING PERSONNEL WITH CRANE IN THIS OUTRIGGER
CONFIGURATION IS STRICTLY PROHIBITED. USE ONLY FULLY
EXTENDED OUTRIGGER CONFIGURATION WHEN LIFTING
PERSONNEL.
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LMI OPERATING CODES

SETTING _CRANE CONFIGURATION OUTRIGGER CONFIGURATION
#1——MAN BOOM ——— ——— ——— — — — — — — — — — — FULLY EXTENDED
#2o——FXEDJB ————————— — — —— — — — — — — — FULLY EXTENDED
#5— — PERSONNEL LIFTING PLATFORM ON MAIN BOOM ——— — — — — — FULLY EXTENDED
#6— — PERSONNEL LIFTING PLATFORM ON FIXED JIB — — — — — — — — FULLY EXTENDED
#9— —MAN BOOM — — — — — — — — — — — — — — — — — —  INTERMEDIATE
#O—FXEDJB — ———— — — — — — — — — — — — — — — INTERMEDIATE
#13 —MAN BOOM — — — — — — — — — — — — — — — — — — FULLY RETRACTED

WARNING

1. THE OPERATOR MUST READ AND UNDERSTAND THE OWNER’S MANUAL BEFORE OPERATING
THIS CRANE.
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| 2. POSITIONING OR OPERATION OF CRANE BEYOND AREAS SHOWN ON THIS CHART IS NOT
‘ INTENDED OR APPROVED EXCEPT WHERE SPECIFIED IN OWNER’S MANUAL.
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3. LOADED BOOM ANGLES AT SPECIFIED BOOM LENGTHS GIVE ONLY AN APPROXIMATION OF THE
OPERATING RADIUS. THE BOOM ANGLE BEFORE LOADING SHOULD BE GREATER TO ACCOUNT
FOR DEFLECTIONS. DO NOT EXCEED THE OPERATING RADIUS FOR RATED LOADS.

4. THE OPERATING RADIUS SHOWN IN THE JIB RATING CHART IS FOR FULLY EXTENDED BOOM
ONLY. WHEN BOOM IS NOT FULLY EXTENDED, USE ONLY LOADED BOOM ANGLE TO
DETERMINE LOAD RATING OF JIB.

5. FOR BOOM ANGLES NOT SHOWN ON JIB LOAD RATING CHART, USE RATING OF NEXT LOWER
BOOM ANGLE.

6. FOR BOOM LENGTHS NOT SHOWN, USE RATING OF NEXT SHORTER OR LONGER BOOM
LENGTH, WHICHEVER IS LESS. FOR RADII NOT SHOWN, USE RATING OF NEXT LONGER
RADIUS.

7. CRANE LOAD RATINGS ON OUTRIGGERS ARE BASED ON FREELY SUSPENDED LOADS WITH THE
MACHINE LEVELED AND STANDING ON A FIRM UNIFORM SUPPORTING SURFACE. NO ATTEMPT
SHALL BE MADE TO MOVE A LOAD HORIZONTALLY ON THE GROUND IN ANY DIRECTION.
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